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Features

• Engineered for maximum reliability and efficiency as CathexisVision WNVR Server

• Maximum total recording bitrate of 600Mbps

• Intel Server architecture

• Intel 12Gb/s Raid

• Dual redundant power supply

• Up to 8 data drives (Raid 5 configuration)

• 3 year warranty on all hardware
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CATHEXIS WINDOWS NVR 5000

SPECIFICATIONS

HARDWARE ORDERING INFORMATION

System

CathexisVision Professional, Premium

Operating System Windows Server 2019 Essential

CPU Intel Xeon E-2224G - 3.5GHz Quad Core 8MB Cache

RAM 16 GB ECC

Chipset Intel C246

Graphics Intel integrated

Video ports 1 x VGA

Audio On-board

Ethernet Port 2 x Intel 1Gb

Expansion Slots 2 x PCIex8; 1 x PCIex4

Raid Module 1 x PCIex1; Intel RS3DC080 12Gb/s

Portable Media Fro nt - 2 x USB 2.0 / Rear - 2 x USB 2.0

Graphics Adaptor None

Hard Drives 250 GB Solid State Drive

1 x 2.5” SSD for OS included; Up to 8 x 3.5” - not included

Hardware 
specifications

Chassis 2U Rackmount

Dimension D664mm x W450mm x H90mm

Weight 30 kgs

Electrical Power Supply 800 Watt dual redundant

WNVR- 3000 Rack mount, RAID Server – Excludes HDDs

100-01332-1TB Surveillance Hard Drive - 1TB

100-01562-2TB Surveillance Hard Drive - 2TB

100-01671-3TB Surveillance Hard Drive - 3TB

100-01783 4TB Surveillance Hard Drive - 4TB

100-01820 6TB Surveillance Hard Drive - 6TB

100-02065 10TB Surveillance Hard Drive - 10TB

110-00089 16TB Surveillance Hard Drive - 16TB

110-00097 18TB Surveillance Hard Drive - 18TB

• While Cathexis has made every 
effort to ensure the accuracy of this 
document, there is no guarantee 
of accuracy, neither explicit, nor 
implied.

• Keyboard and monitor are not 
included.

• Storage may vary, based on RAID 
setup. RAID 5 setup used unless 
otherwise specified.

• Specifications are subject to 
change without notice.




